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TX-P560

Product description

LED chain for small, compact, hard to reach, and underlit
areas for Heavy Industry applications; such as Engine Bay’s,
Cab, Maintenance and Service vehicles, UL Panels and other
compartment lighting.

e High luminous efficacy
e Beam characteristic: 155°
e LED module with plastic casing and strain relief with IP68 protection
e High-power LED in chip-on-board technology (COB)
e |ntegrated current source to stabilise luminous flux
e Flexible chain, can be split between any module
e Attached with M3 screw or premounted double-sided adhesive tape
¢ Nominal life-time up to 80,000 h (at ta 55 °C with a
failure rate max. 0.2 % per 1,000 h)
e Connection: Cable 180 mm, both sides

Technical data

Ambient temperature ta -30 ... +55°C
Max. surface temperature on module tc® 65 °C

Storage temperature ts -30 ... 480 °C
Type of protection® P68

Risk group (EN 62471:2008) 0
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Ordering data

Colour i
Colour tempera- Type ::tr:lir

ture

3 light points per module

Crystal white 7,500 K LEDV P560-PRE CW 1220048 68 B 22176630
Crystal white 7,500 K LEDV P560-PRE CW 12 15048 68 B 22176629
Crystal white 7,500 K LED P560-PRE CW 12 300 50 68 B X 28000335
Daylight white 6,500 K LEDV P560-PRE DL 12200 48 68 B 22176657
Daylight white 6,500 K LEDV P560-PRE DL 12 150 48 68 B 22176631
Daylight white 6,500 K LED P560-PRE DL 12 300 50 68 BX 28000302
Neutral white 4,200 K LEDV P560-PRE NW 12 200 48 68 B 22176722




